
INSTALLATION INSTRUCTION  
 

 

COLD SHRINK END CAP 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

General Instruction: 
The end caps supplied by us are in expanded form. Installation of the cold 

shrink end cap is a quick and tool-free process that does not require any heat 

source. The cap is simply positioned over the cable end, and the spiral support 

core is unwound, allowing the EPDM rubber to shrink and form a tight, 

weather-resistant seal. 

 

Cable Preparation: 
If necessary cut the cable end so that it is straight and even. Remove 

serving armour (if any). Clean and degrease cable and parts that will come 

into contact with end cap. (Fig. 1) 

Installation: 

Place the cap over the end of the 

cable. (Fig. 2) 

Carefully pull and unwind the 

spiral support core from the cap 

to initiate the shrinking of the cap 

onto the cable. (Fig. 3) 

Allow the cap to fully recover by 

completely removing the spiral 

support core. Dispose of the removed 

spiral tape in accordance with local 

recycling regulations. The 

installation is now complete. (Fig. 4) 
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